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In collaboration with our partner from MPC

Small-scale production
of your metals

OCAS has vast experience in metals and their metallurgy as
well as the necessary equipment for small-scale production:

- Large variety of alloy chemistries
- Casting, hot and cold rolling, thermal treatment

Our mission is laboratory design and production of metals
with a tailored chemistry and microstructure.

Our casting services

From steels to non-ferrous alloys

. C-steels

- Stainless steels

- Specialty steels

- Zr- and Fe-based alloys and bulk metallic glasses
+ Cu-, Co-, Ni-alloys

Obtaining the chemistry you need

‘!- -
- Tailor-made alloys

- High-purity materials E B )

- Multiple element systems, from binary to complex alloys i : KWK  Fe-0.2 C Ferrite-Perlite
- Model alloy series with one-element-variations 20 :

Casting of the desired amount
and geometry
- From 20 g to 100kg

. Thickness from 2 to 250 mm
- Blocks, sheets and bars

Using the appropriate technique

- Vacuum or protective gas induction melting
- Air induction melting
- Cold crucible casting

Supported by o . P e LU
. Sampling, chemical analysis and data logging L TR s WL Fe-0.2 CMartensite
during casting Ol & 7

- Thermodynamic modelling S Y ”
- High-throughput methodologies




R&D partnerships

There is more to creating a metallic microstructure
than casting, shaping and annealing. To achieve the
correct final microstructure, a good understanding
of the metallurgical transformations is essential.
Therefore, in addition to lab production, we have
a variety of modelling and characterisation
techniques allowing us to define how your
requested material could be made.

OCAS has a long history of successful R&D
partnerships with companies and research
institutes. We are open to any kind of collaboration,
and are interested to hear about original ideas or
exciting running projects where we could provide
materials and metallurgical know-how.

Our shaping operations

Cast blocks or bars can be shaped
to sheets or thin bars by hot and
cold rolling to final thicknesses
below 1 mm

Pickling and cold rolling to final
thickness

Thermal treatments

We obtain your desired microstructure
using the appropriate heat treatment

Various techniques are available
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